
AL-3100 User’s Guide 
 

AL-3100 is a device that measures 

alcohol content in a person’s breath 

and provides a fast an accurate 

quantitative conversion of breath 

alcohol content to equivalent blood 

alcohol content (BAC) and also it 

can print out the reading 

immediately  
 
1. Connection. 
 

 

   Fig 1.1 

 

 

 

Refer to Fig1.1, you should connect 

right position of each cable and power 

supply to main unit with printer. 

 

2. Operation 

 

Fig2.1 

 

 
1)  Instructions 

 
a) Press power button to turn the unit 
on.. 
b) There will be an automatic 

countdown from  to  



as the unit warms up. After two sharp 
beeps the device is ready. 
 
c) Secure your lips around the straw 
and blow sharply and steadily into 
the unit for at about 3 seconds, keep 
blowing until you will hear two beeps. 
When the device has finished taking 
the breath sample, you will see the 

digit  moving left to right in 

the display as the device is analyzing 
the sample. 
 
d) After analysis is complete, you will 
see the blood alcohol concentration 
(BAC) results displayed. 
 
e) The results will be displayed for 
approximately 15 seconds then print 
the reading immediately. 
The printing format is as follows; 
 
DATE:2006-05-17 
TIME:16:38:26 
RESULT:0.00%BAC 
SIGN :  
 
d) If the device cannot take a 
successful sample, you will see 

 in the display and the unit will 

shut itself off. 
f) If you want to retest, please start 
again from (a). 
 

 
 
2.  Understanding Your Results (BAC 
Reading) 

 
*Consumption of alcohol in ANY 

amount may impair the ability to 

operate a motor vehicle.  There 

is no “safe” level for alcohol 

consumption before driving.  

Don’t drink and drive. 

 
Warnings 

 
a. Allow at least 20 minutes after 

eating or drinking alcohol 
before testing.  Any type of 
alcohol remaining in the 
mouth or saliva may interfere 
with proper testing and 
requires about 20 minutes to 
disperse.  This includes 
alcohol-based mouthwash or 
similar products. 

b. Avoid testing in high wind 
conditions or in poorly 
ventilated / enclosed spaces.  
Poor ventilation may also 
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lengthen the time required for 
warm up between tests. 

c. Do not blow smoke, saliva or 
other contaminants into the 
mouthpiece, as the sensor 
may become damaged. 

d. If carrying out multiple tests 
wait at least 2 minutes 
between each test this avoids 
condensation damage to 
sensor which will compromise 
its long term accuracy.  

e. The mouth pieces are 
reusable if sanitised regularly 
and dried properly before use.  

f. To maintain accuracy, we 
recommend professional 
recalibration of the AL-3100 
every six (6) months to one 
(1) year. 

g. WARNING DISPLAY “Flo” 

:  If you see “Flo” in 

the display, the breath sample 
was not strong enough for 
measurement.  Please 
power on the unit again and 
make sure the breath is 
strong and steady during 
sampling. 

h. WARNING DISPLAY “Cal”: If 
you see “Cal” in the display, 
the unit requires sensor 
replacement or maintenance.  

 
 

 
 
Warranty 

 
The manufacturer warrants the 
product to be free from defects in 
workmanship or material 
(excluding calibration) under 
normal use for six (6) months 
from the date of purchase.  The 
manufacturer’s obligation under 
this warranty is limited to 
replacing, adjusting or repairing 
the unit if returned along with 
proof of purchase.  This warranty 
is void if the unit has been 
tampered with or maliciously 
damaged. 

 

 

Mouthpiece adapter assembling 

Refer to following Fig3.1 

Fig 3.1 

 

 

 

 

 

 

 



 

 

Sensor Replacement 

Refer to following Fig 4.1 

Fig4.1 

 

 


